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Signature Series Dual 6.5” In-Wall Speaker

TDG's Signature Series is the ultimate in-wall loudspeaker system designed specifically for a dedicated

home theater installation. With heavy duty drivers, Signature Series is ready to deliver a thrilling and dynamic
performance for any Hollywood blockibuster movie soundtrack. Engineered specifically for a high
performance dedicated home theater environment, TDG not only created a line of speakers and subwoofers
to be mounted in the wall, but also created a line that doesn’t even remotely resemble the typical in-wall
architectural loudspeaker. The Signature Series is a unique new product that boldly goes where the typical
in-ceiling or in-wall speaker feared to tread - a reference grade, maximum performance, professionally
designed, dedicated home theater.

KEY FEATURES

e |In-Wall Mounted High-Performance Dedicated Home Theater LCR Speaker

e One-Piece Steel Frame Construction

¢ Integrated Back-Box Constructed of Ultra High-Grade MDF for Performance Control
e Fully magnetic paintable metal grill (factory finish: white)

e LIFETIME WARRANTY
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ACOUSTIC SPECIFICATIONS

Dual 6.5” Pressed Paper Cone Woofers

Single 4” Midrange Driver

Ribbon Tweeter

Frequency Response 60Hz-20kHz

Sensitivity: 91dB

Impedance 4-ohm load

Recommended Power Handling Range: 30-150 watts

MECHANICAL SPECIFICATIONS

Overall Dimensions: 26.3” Hx 17" W x 3.5" D (667mm x 431mm X 89mm)
Cut-Out Dimensions: 23.7" Hx 14.4" W (602mm x 366mm)
Mounting Depth: 3.5 “ (89mm)

« Cut Out Dimensions: 9.75” (248mm)

« Weight: 33 Ibs (15 kg)

Magnetic Grill Front Baffle Rear Enclosure Mounting
Dimensions Dimensions Dimensions Depth
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