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Flangeless in-Wall Speaker

The goal was to create the finest architectural speakers available. How is such a lofty
goal achieved? It starts with a management team that has been designing products for
the architectural audio market for over 20 years. One of those products resides in our
industry’s Hall of Fame. The team’s experience and engineering expertise is then
combined with passion to create speakers that stand apart from the ordinary. To us,
great speakers create great music.

Our team is genuinely excited about music and still gets a thrill when we listen to our

favorite music perfected on one of our newest creations. Of course each of our
speakers is backed by our LIFETIME WARRANTY.

KEY FEATURES

6.5" (165.1mm) Kevlar Trueform™ Woofer

1" (13mm) Titanium HDAlloy™ Pivoting Tweeter

Smooth Visual Flangeless System

PRX™ Poly Resin CrossPoint Molds

* PRX™ Doglegs

Dual Coated (Zinc and Powder) Grill firmly attached with Neodymium Magnets
LIFETIME WARRANTY
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ACOUSTIC SPECIFICATIONS

* 6.5" (165.1mm) Kevlar Trueform™ Woofer

* 1" (13mm) Titanium HDAIlloy™ Pivoting Tweeter

* Impedance: 8ohms (-3dB woofer switch) / 6ohms (OdB) / 4ohms (+3dB)
» Power Handling: 5/150 WPC

» Sensitivity: 88 dB SPL

* Frequency Response: 45Hz — 20kHz

MECHANICAL SPECIFICATIONS

» Dimension with Grills: 8.5625" W x 12.3125" H (217mm W x 313mm H)
* Mounting Depth: 3.1875" (81mm)

» Cut Out Dimensions: 7" W x 10.75" H (178mm W x 273mm H)

* Pre-Construction: Use PCBW-6

MOUNTING DEPTH/
FRONT MINIMUM CUTOUT

1,831

300.5 mm
271.5mm

GRILL

123180
312.0 mm

E.550
217.4 mm
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